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Philips
Optical USB mini mouse

0,84 m/2.7 ft
Retractable

SWR1240



 

Connectivity
• Type of cable: Retractable USB Optical Mini 

Mouse

Dimensions
• Cable length: 84 cm

Packaging
• EAN/UPC/GTIN: 87 10895 96508 8
• Quantity: 1
• Length: 23 cm
• Width: 16.5 cm
• Height: 3.2 cm
• Gross Weight: 0.096 kg
• Tare Weight: 0.042 kg
• Net Weight: 0.054 kg

Inner Carton
• EAN/UPC/GTIN: 87 10895 96509 5

• Quantity: 4
• Length (cm): 23 cm
• Width (cm): 9 cm
• Height (cm): 18 cm
• Gross weight: 0.46 kg
• Tare weight: 0.038 kg
• Net weight: 0.422 kg

Outer Carton
• EAN/UPC/GTIN: 87 10895 96510 1
• Quantity: 12
• Length (cm): 29.2 cm
• Width (cm): 27.7 cm
• Height (cm): 20.3 cm
• Gross weight: 1.76 kg
• Tare weight: 0.36 kg
• Net weight: 1.4 kg
•

Optical USB mini mouse
0,84 m/2.7 ft Retractable 

Specifications

Issue date 2008-10-31

Version: 4.2.10

12 NC: 9082 100 08207
EAN: 87 10895 96508 8

© 2008 Koninklijke Philips Electronics N.V.
All Rights reserved.

Specifications are subject to change without notice. 
Trademarks are the property of Koninklijke Philips 
Electronics N.V. or their respective owners.
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